
Heating element configuration

Index of machines that typically use this configuration:

Name - Item Number Spec. Plug

Specifications (Guideline only)

Terminal Cable SizingHeating Element Specification

Conf. N

L1

L2

L3

Watt

Amp

Volt.

In case of uncertainty, or differences regarding the configuration of your heating element,
please contact Calvex A/S. 

Precautions must always be taken while configuring the heating element.

208V 3P + PE

v.1.01

-

AWG 10 | 6 mm2

AWG 10 | 6 mm2

AWG 10 | 6 mm2

Delta

4.9 kW

208VAC

3 x 14A

- --
-
- --
-

821006 CEE 32A2 x 6kw
ColoQuick Maxx 4 EU

821002 UL CS6365N2 x 6kw
ColoQuick Maxx 4 US

801009 CEE 32A6 kw
ColoQuick Standard EU/N

ColoQuick Standard EU/N
801008 6 kw CEE 32A



Heating element configuration

Index of machines that typically use this configuration:

Name - Item Number Spec. Plug

Specifications (Guideline only)

Terminal Cable SizingHeating Element Specification

Conf. N

L1

L2

L3

Watt

Amp

Volt.

In case of uncertainty, or differences regarding the configuration of your heating element,
please contact Calvex A/S. 

Precautions must always be taken while configuring the heating element.

230V 1P + N + PE

v.1.01

AWG 10 | 6 mm2

3 x AWG 16-14 | 1.5-2.5 mm2

-

-

M.Star

6.5 kW

230VAC

1 x 28A

- --
-
- --
-
- --
-
- --
-

801013 CEE 32A6 kw
ColoQuick Thaw

ColoQuick Standard US
801012 6 kw UL30A 306P



Heating element configuration

Index of machines that typically use this configuration:

Name - Item Number Spec. Plug

Specifications (Guideline only)

Terminal Cable SizingHeating Element Specification

Conf. N

L1

L2

L3

Watt

Amp

Volt.

In case of uncertainty, or differences regarding the configuration of your heating element,
please contact Calvex A/S. 

Precautions must always be taken while configuring the heating element.

230V 1P + N + PE

v.1.01

AWG 10 | 6 mm2

AWG 10 | 6 mm2

-

-

M.Star

6.5 kW

230VAC

1 x 28A

- --
-

821008 UL CS6365N2 x 6kw
ColoQuick Maxx 4 US

811007 CEE 32A6 kw
ColoQuick Pasteur 2 EU

811003 CEE 32A6 kw
ColoQuick Pasteur 2 EU

801007 CEE 32A6 kw
ColoQuick Standard EU

ColoQuick Standard EU
801003 6 kw CEE 32A



Heating element configuration

Index of machines that typically use this configuration:

Name - Item Number Spec. Plug

Specifications (Guideline only)

Terminal Cable SizingHeating Element Specification

Conf. N

L1

L2

L3

Watt

Amp

Volt.

In case of uncertainty, or differences regarding the configuration of your heating element,
please contact Calvex A/S. 

Precautions must always be taken while configuring the heating element.

400V 3P + N + PE

v.1.01

AWG 16-14 | 1.5-2.5 mm2

AWG 16-14 | 1.5-2.5 mm2

AWG 16-14 | 1.5-2.5 mm2

AWG 16-14 | 1.5-2.5 mm2

M.Star

6 kW

400VAC

3 x 8.7A

- --
-
- --
-
- --
-
- --
-

801015 CEE 16A6 kw
ColoQuick Standard EU

ColoQuick Standard EU
801011 6 kw CEE 16A



Heating element configuration

Index of machines that typically use this configuration:

Name - Item Number Spec. Plug

Specifications (Guideline only)

Terminal Cable SizingHeating Element Specification

Conf. N

L1

L2

L3

Watt

Amp

Volt.

In case of uncertainty, or differences regarding the configuration of your heating element,
please contact Calvex A/S. 

Precautions must always be taken while configuring the heating element.

400V 3P + PE

v.1.01

-

AWG 16-14 | 1.5-2.5 mm2

AWG 16-14 | 1.5-2.5 mm2

AWG 16-14 | 1.5-2.5 mm2

Star

6 kw

400VAC

3 x 8.7A

821005 CEE 32A2 x 6kw
ColoQuick Maxx 4 EU

821001 CEE 32A2 x 6kw
ColoQuick Maxx 4 EU

811005 CEE 16A6 kw
ColoQuick Pasteur 2 EU

811001 CEE 16A6 kw
ColoQuick Pasteur EU

801005 CEE 16A6 kw
ColoQuick Standard EU

ColoQuick Standard EU
801001 6 kw CEE 16A
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