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WELCOME TO SYSTEMLOQ

Check “Remember Me” if you often use 
the system on the same device - your 
login credentials will be remembered 
for the next time you visit ColoLoq.com.

ColoLoq is our digital platform with apps that support data collection, analytics, and management 
across your farm. Through the ColoLoq platform, you gain access to SystemLoq, where you can 
monitor all your ColoQuick units - no matter where you are.
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This indicates whether a connection to the machine 
has been established.

The machine emits a beeping signal when saving the 
serial number or connecting to Wi-Fi.

The ColoQuick Prime has a built-in Wi-Fi hotspot used for initial configuration. 
Follow the steps below to connect your machine to your farm’s Wi-Fi network.

4. VERIFY THE CLOUD CONNECTION ON THE MACHINE
Press both arrow buttons on the machine simultaneously 
to open the advanced settings menu (Press for approx. 3 
sec.).

Navigate using the arrows to Wi-Fi information and quickly 
press “OK”.Use the arrows to check that it shows “Cloud 
OK” and that the serial number is correct. Press “OK” > The 
machine is now ready.

Check that the serial number matches the number on 
the back of the machine. 
If the number is incorrect > Correct it and press “Save”.

To connect the machine to your Wi-Fi network:
•	 Click “Scan” (may take up to 1 min.)

        The machine emits a beep when scanning.
•	 Select your network from the dropdown menu
•	 Enter the network password for your farm’s Wi-Fi 

and press “Connect”

IF CONNECTED, THE FOLLOWING WILL BE DISPLAYED:

1. CONNECT TO THE MACHINE’S WI-FI:
Turn on the machine using the main power switch. 
You have 5 minutes to log on. > Never turn on the machine without water. 
Open your phone, go to Settings > Wi-Fi, find Prime_xxxxxx and 
enter the password: 12345678

2. OPEN A BROWSER:
Enter prime.local
(It may take a moment for the page to load)

3. CONNECT YOUR MACHINE TO WI-FI
Connecting your ColoQuick Prime to your farm’s 
Wi-Fi allows you to monitor your machine remotely 
and ensures automatic software updates.

Prime_XXXXXX

If you experience difficulties getting the 
machine online, restart the machine and 
follow the guide from the beginning.

Scan to watch a  
video on Wi-Fi setup

Wi-Fi information on display OK button

WI-FI SETUP GUIDE
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SMARTPHONE SETUP: APPLE

Setup for Apple iOS/iPadOS in Safari 

Open Safari, visit COLOLOQ.COM 
and tap the icon

Enter the name “ColoLoq” and tap 
the “Add” button.

The ColoLoq web app is now 
added to your home screen.

Tap the “Share” icon Tap the “Add to Home 
Screen” icon
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SMARTPHONE SETUP: ANDROID OS

Setup for Android OS in Google Chrome 

Open Google Chrome, visit 
COLOLOQ.COM and tap the icon

Confirm by tapping the “Add” 
button.

The ColoLoq web app is now 
added to you home screen.

Tap the “Add to Home 
Screen” icon

Tap the “Add” button.
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SYSTEMLOQ DASHBOARD

1.	 Summary of status for all ColoQuick units
2.	 ColoQuick unit name + Wi-Fi status and model
3.	 ColoQuick unit location + serial number
4.	 Person responsible for unloading (click to change)*
5.	 Time the ColoQuick unit has been running / idle
6.	 Water temperature (ºC) in the water bath
7.	 Status (RUNNING, IDLE, PROGRAM DONE, ERROR)

* Changing the responsible person for unloading requires user permissions. 
   (Contact your company owner for the relevant permissions).
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SYSTEMLOQ OVERVIEW

Click a unit on the dashboard to view this menu:

1.	 Live-updated temperature graph for the last 15 minutes
2.	 Responsible person (click to change) *
3.	 Status for the currently running program **
4.	 Summary of runs over the last 7 days for this unit
5.	 Shortcuts to Statistics and System Log

* Changing the responsible person for unloading requires user permissions.
** Shows “No Program running” if idle.
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SYSTEMLOQ STATISTICS

1.	 Quick selection of time period
2.	 Start date (period counts forward from this date)
3.	 Employees vs. delay (time elapsed from program finished to unloading)
4.	 Number of times each employee has been responsible for unloading in the selected period
5.	 Various graphs (e.g., number of program runs for the chosen time interval, program time, etc.)
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SYSTEMLOQ LOG

1.	 List of all completed programs. Click a row for details; the graph at the top is automatically updated.
2.	 List of programs that did not finish correctly. Click a row for details; the graph at the top is automatically 

updated.

Manager access or higher required
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SYSTEMLOQ SETTINGS

1.	 Information about model, first run date, location, operating hours, and Wi-Fi connection
2.	 Button to edit unit information*
3.	 Notification settings for employees. Notifications can be received as SMS, e-mail, or push notifications 

on your device. Events triggering notifications are shown in the columns on the right side of the 
usernames. 

4.	 Unit program runs and unloading times after completion (waiting time) 
5.	 Wi-Fi connection errors and their duration.

Manager access or higher required

* Editing unit information:

You can define the unit’s name in 
ColoLoq, specify its location, and add 
a location description. 
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SYSTEMLOQ REMOTE CONTROL

1.	 Triggers a beep sound from the unit.
2.	 Menu to set how often the unit syncs with ColoLoq.
3.	 The unit takes a screenshot and saves it to your browser’s download folder.
4.	 Device control buttons (changes appear after a few seconds).
5.	 Checkbox to simulate a long button press.

Owner  access or higher required
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